
last week

armel v3.7

F4HWN v3.7 Latest

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy, new Bandscope evolutions since v3.0 and Scan resume were been removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy, new
Bandscope evolutions since v3.0 and
Scan resume)

armel /

uv-k5-firmware-custom

Code Issues 6 Pull requests 1 Discussions Actions Projects

Tags Find a release
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New version dedicated to rescue professionals !

 RescueOps version (without
Bandscope and Broadcast)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment 

Changes

• Refactoring and memory optimization,

• Fixed automatic restart of scan, if launched from a shortcut,

• Fixed a bug on the spectrum analyzer (thanks @fagci),

• Fixed a bug in the position of the F Lock menu if hidden menus are activated,

• Improved keyboard frequency entry,

• New RescueOps version added,

• Improved compilation tools.

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 231 bytes left.

Broadcast version, 2 095 bytes left.

Voxless version, 27 bytes left.

RescueOps version, 4 119 bytes left.

Enjoy,

Armel F4HWN.

 For Quansheng K5 users with an SA818 based hotspot, special *.sa818.bin versions

are available in the archive  directory. These versions avoid the squelch tail. However,

you must first activate Close Tail Command on the SA818.

Contributors

fagci

▾ Assets 7
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3 2 5 people reacted

2 weeks ago

armel v3.6

F4HWN v3.6

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy, new Bandscope evolutions since v3.0 and Scan resume were been removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy, new
Bandscope evolutions since v3.0 and
Scan resume)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment 
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Changes

• Refactoring and memory optimization,

• 1:5 option added to BatSav menu (32/68),

• Improved SetOff (67/68) function now indexed on BatSav settings,

• Improve keyboard frequency input,

• Added automatic scan restart on transceiver startup,

• Added SetNFM menu (68/68): Narrow / Narrower

• Improved compilation tools.

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 251 bytes left.

Broadcast version, 2 083 bytes left.

Bandscope & Broadcast version (without VOX, Audio bar, Air Copy, new Bandscope

evolutions since v3.0 and Scan resume), 31 bytes left.

Enjoy,

Armel F4HWN.

 For Quansheng K5 users with an SA818 based hotspot, special *.sa818.bin versions

are available in the archive  directory. These versions avoid the squelch tail. However,

you must first activate Close Tail Command on the SA818.

▸ Assets 6

8 3 10 people reacted

Oct 12

armel v3.5

F4HWN v3.5

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

0a7e836 Compare
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 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy, new bandscope evolutions since v3.0 and new deep sleep mode were been

removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy, new
bandscope evolutions since v3.0 and
new deep sleep mode)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment 

Changes

• Refactoring and memory optimization,

• Improved SetOff function,

◦ Fix mirror effect bug,

◦ Reduce screen flashing before standby,

◦ Reduce LED flashing during standby,

◦ SetOff disabled if in AirCopy mode,

◦ SetOff initialized to 1h by default in case of RESET,

• Improved ScnRev function,

◦ CARRIER can now be set from 250ms to 20s (in 250ms steps),

• KeyLck function improved,

◦ Auto lock is now adjustable from 15s to 10m (in 15s steps),

• Fixed NOAA compilation error (merci Justin White, PR #271),
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• Fixed a bug concerning the writing of compilation parameters (impacting Chirp).

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 531 bytes left.

Broadcast version, 2 583 bytes left.

Bandscope & Broadcast version (without VOX, Audio bar, Air Copy, new bandscope

evolutions since v3.0 and new deep sleep mode), 371 bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6

7 1 8 people reacted

Sep 29

armel v3.4

F4HWN v3.4

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

cec4ca6 Compare
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Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy, new bandscope evolutions since v3.0 and new deep sleep mode were been

removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy, new
bandscope evolutions since v3.0 and
new deep sleep mode)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment 

Changes

• Memory refactoring and optimization,

• Fixed a bug in the Air Copy function if the keyboard was previously locked (thanks

Julien),

• Removed of the Tx200, Tx350 and Tx500 menus (obsolete since the addition of

TxLock),

• Improved ScnRev menu and added Fast, Slow, Stop and Timeout options

(adjustable from 5 seconds to 2 minutes, in 5-second steps).

• Added of the SetOff menu, for sleep mode (not available with Bandscope &

Broadcast aka Voxless version...).

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 531 bytes left.

Broadcast version, 2 603 bytes left.

Bandscope & Broadcast version (without VOX, Audio bar, Air Copy, new bandscope

evolutions since v3.0 and new deep sleep mode), 395 bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6
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12 2 5 16 people reacted

Aug 20

armel v3.3

F4HWN v3.3

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy support and new bandscope evolutions since v3.0 were been removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy
support and new bandscope evolutions
since v3.0)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment and on uv-k5-chirp-driver 

Changes
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• Code refactoring and memory optimisation,

• Added SetTmr menu to enable or disable RX and TX timers in the status bar,

• Improved Audio Bar,

• Improved Air Copy.

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 751 bytes left (with Air Copy).

Broadcast version, 2 575 bytes left (with Air Copy).

Bandscope & Broadcast version (without VOX, Audio bar, Air Copy support and new

bandscope evolutions since v3.0), 255 bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6

11 3 5 7 1 16 people reacted

Aug 8

armel v3.2

F4HWN v3.2

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)
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Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, Audio bar,

Air Copy support and new bandscope evolutions since v3.0 were been removed...

 Bandscope & Broadcast version
(without VOX, Audio bar, Air Copy
support and new bandscope evolutions
since v3.0)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available as an attachment and on uv-k5-chirp-driver 

Changes

• Some minor bug fixes,

• Some memory optimization,

• Refactoring of the FLock menu and add new TXLock menu,

• Improved memory channel exclusion during a scan (now works with all scan list),

• Reset menu refactoring,

• Refactoring and activation of the Air Copy function,

• Some compilation options added.

 For explanations of the F Lock menu and the new TX Lock menu, see wiki 

 For explanations of the Air Copy feature, see wiki 

Bandscope version, 2 391 bytes left (739 with Air Copy).

Broadcast version, 4 203 bytes left (2 759 with Air Copy).

Bandscope & Broadcast version (without VOX, Audio bar, Air Copy support and new

bandscope evolutions since v3.0), 27 bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6

8 1 9 people reacted
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armel v3.1

F4HWN v3.1

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM
broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX, 1750Hz and

Microphone / Audio bar support were been removed...

 Bandscope & Broadcast version
(without VOX, 1750Hz and Mic/Audio bar
support)

 AFTER THIS UPDATE, I SUGGEST YOU CHECK YOUR MEMORY CHANNELS AND

SPECIFICALLY THE POWER AND BUSYCL COLUMNS, USING NEW CHIRP DRIVER

IN ATTACHMENT

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available at uv-k5-chirp-driver 

Changes

• Fix issue #173 (changing the memory channel while RX)
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• Fix issue #180 (GMRS_FRS_MURS missing included frequencies)

• Fix issue #176 (Wide/Narrow Toggle during Reception on Secondary VFO)

• Fix issue #117 (Eeprom written to twice when manual scanning)

• Revert Fix issue #152 (spectrum: don't check blacklistFreqs if unset)

• Improve F-LOCK

• Improve PonMsg #27

• Improve Power (add L1 to L5 and USER)

• Rename SetLow to SetPwr (to set USER power)

• Add save of some spectrum parameters

• Add 3500mAh support (special thanks to Yannick F4JFO who offer me this battery)

• Add compile options

Bandscope version, 2 387 bytes left.

Broadcast version, 4 251 bytes left.

Bandscope & Broadcast version (without VOX, 1750Hz and Audio bare support), 31

bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6

9 1 4 2 1 12 people reacted

Jul 4

armel v3.0

F4HWN v3.0

FLASH WITH A BROWSER

I suggest you choose one of the following two versions:

 Bandscope version (without FM

8e38b48 Compare
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broadcast support)

 Broadcast version (without bandscope
support)

Last chance... if you can't decide between these two versions, you can always take the

version below. It retains support for Broadcast FM and Bandscope. But VOX support has

been removed...

 Bandscope & Broadcast version
(without VOX support)

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available at uv-k5-chirp-driver 

Changes

• Split in 2 versions : bandscope or broadcast FM,

• Fix issue #142 (menu 17 ChName),

• Fix issue #138 (next keypress eat),

• Fix issue #131 (backlight level 1 & 2),

• Improved management of long names in menus,

• Remove AM Fix menu (AM Fix is enable by default),

• Add CA HAM F_LOCK for Canadian zone,

• Add GMRS/FRS/MURS F_LOCK for North America zone,

• Improve Spectrum Analyser and add channel name,

• Improve memory channel input,

• Improve scan lists :

◦ Add new list 3,

◦ Add new list 0 (channel without list…),

◦ Add new scan options :

▪ Scan list 0 (all channels without list),

▪ Scan list 1,
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▪ Scan list 2,

▪ Scan list 3,

▪ Scan lists [1, 2, 3],

▪ Scan all (all channels with ou without list),

◦ Add scan list shortcuts.

Bandscope version, 2 931 bytes left.

Broadcast version, 4 627 bytes left.

Bandscope & Broadcast version (without VOX support), 79 bytes left.

Enjoy,

Armel F4HWN.

▸ Assets 6

14 1 2 7 2 2 20 people reacted

Jun 16

armel v2.8.1

F4HWN v2.8.1

FLASH WITH A BROWSER

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available at uv-k5-chirp-driver 

Changes

• Some memory optimizations,

• Fix bug with RX timer and MONITOR action (issue #126),

• USB charging icon removed from status line.

Only 27 bytes left... :)

15ff3d1 Compare
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Enjoy,

Armel F4HWN.

▸ Assets 5

5 2 2 4 1 10 people reacted

Jun 13

armel v2.8

F4HWN v2.8

FLASH WITH A BROWSER

 Up to date manual available in a Wiki section 

 Dedicated CHIRP driver available at uv-k5-chirp-driver 

Changes

• Some memory optimizations,

• Fix a double bug with TX timer (issue #23),

• Rename menu TxPwr (02/63) to Power,

• Rename menu Demodu (12/63) to Mode,

• Rename some actions:

◦ SWITCH VFO to VFO A VFO B,

◦ VFO/MR to VFO MEM,

◦ SWITCH DEMODU to MODE,

◦ SWITCH RXMODE to RX MODE,

◦ SWITCH PTT to PTT,

◦ SWITCH WIDE NARROW to WIDE NARROW.

• Remove FM in status bar (totally useless),

• Increase PWM frequency to 25 kHz (PR #114),

cd176a5 Compare
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• Improve RX MODE action,

• Add MAIN ONLY action,

• Add screenshot feature (not ENABLE by default)

Only 3 bytes left... :)

Enjoy,

Armel F4HWN.

▸ Assets 5

4 2 3 2 7 people reacted
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