
Updated software for following shortcomings
-When the radio at the AM band more than 10 minutes, the frequency will change itself.

-When TX at 26-33MHZ,especially at 29MHZ,when use 2 meter’s cable connect panel and radio, it will delay for 2 seconds before quitting ,other bands also have this problem, it is a temporary crash.
-When the radio’s voice was closed, the radio will have the sound “BOBO” when radio gets signal,and it’s not a end-tone voice.

-28MHZ is easy to be bothered .

-When radio TX at 30MHZ,435.000MHZ will be bothered 
-Output powers are low at every band.

-150MHZ has no power

-All the frequency output power’s data will be losed.

-No matter Left band or right band of radio, if the left band is scanning,it will stop the right band;if the right band is scanning, it will stop the left band.

-At the VFO mode, when customer rotates the left channel’s button, the frequency’s changing is not correct.

-At 141.4625，142.850，143.9375, 134.225 MHz，those frequency will be bothered ,have noise
-When radio working at 50MHZ,500.000MHZ will be bothered.
-User cannot make 2 pcs TH-9800 as a repeater of same frequency(TH-9000D can do it) 
-When TX for long time ,the current of some bands will be very big.

-Left band’s TX at 29.6MHZ will bother Left band’s RX at 430.4575, 
-Offset frequency.
-When SQL being on or signals coming, there is no transmission
-TH9800 beep when scanning 

-S-meter correction 


