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	Parameter
	Range
	Comments

	RR (Hz)
	
	

	TV (mL)
	
	

	Flow Rate (L/min)
	
	

	PIP (cm H20)
	
	

	PEEP (cm H20)
	
	

	Available Ventilation Modes
	
	

	Air source
	
	





Labeling Parameters:

	Parameter

	ARDSnet Conformance
	Comment

	PC/VC
	
	

	4-6 cc/kg TV
	
	

	FiO2 (.21-1.0)
	
	

	I:E ratio (1:1-1:3)
	
	

	RR (up to 35)
	
	

	PEEP (up to 24 cm H2O)
	
	

	Pplateau 
	
	

	Validation and Performance Conformance

	Compatible accessories
	
	

	Accuracy of Monitored parameters (as applicable)
	
	

	
	
	

	Accuracy Delivered (as applicable)
	
	

	
	
	

	Spontaneous Breathing detection
	
	

	Internal power source ventilation duration capacity
	
	

	Contamination risk to environment
	
	

	Durability
	
	

	Alarms

	
	
	

	Device power off alarm
	
	

	Disconnect Alarm (Low PIP alarm)
	
	

	External power supply failure Alarm
	
	

	Back-up Battery 
	
	

	Low FiO2 alarm
	
	

	Maximum PIP alarm
	
	

	Occlusion alarm/Continuing Pressure
	
	

	TV not met/exceeded alarm
	
	

	Hypoventilation
	
	

	PEEP alarm
	
	

	Leakage Alarm
	
	

	Implications for additional clinical monitoring
	
	

	Training

	Training required
	

	



Acronyms: PC – Pressure Control, VC – Volume Control, FiO2 – Fraction of Inspired Oxygen, I:E ratio – inspiration – expiration ratio, RR – respiratory rate, PEEP – positive end-expiatory pressure, Pplateau – Plateau Pressure, PIP – peak inspiratory pressure, TV -tidal volume
